






















































































MCIEAST-MCB CAMLEJO 11240.1
1 5 DEC 2015

Please read the
Privacy Act Stale-
menlt on Page 3

MOTOR VEHICLE
ACCIDENT REPORT

INSTRUCTIONS: Seclions | through 1X are filled out by the vehicle operator. Section X,
items 72 thru 82c¢ are filled on by the operator's supervisor. Section X1 thru Xlll are filled oul
by an accident investigator for bodily injury, fatality,and/or damage exceeding $500.

SECTION | - FEDERAL VEHICLE DATA

1, DRIVER'S NAME (Last, first, middle)

2. ORIVER'S LICENSE NO.J/JSTATEAIMITATIONS | DATE OF ACCIDENT

4n. DEPARTMENTIFEDERAL AGENCY PERMANENT OFFICE ADDRESS

4b. WORK TELEPHONE NUMBER

5. TAG OR IDENTIFICATION NUMBER
s

6. EST. REPAIR COST |7. YEAR OF VEHIGLE | 8. MAKE

10. SEAT BELTS USED

Oves [Jno

9. MODEL

11. DESCRIBE VEHICLE DAMAGE

SECTION |1 - OTHER VEHICLE DATA (Use Section VIl If additional space Is needed)

12 DRIVER'S NAME (Last, first, middle)

13. SOCIAL SECURITY NO/
TAX IDENTIFICATION NO.
(LAST FOUR)

14. DRIVER'S LICENSE NOJSTATE/LIMITATIONS

156, 0 DRIVER'S WORK ADDRESS

15b. WORK TELEPHONE NUMBER

16a. DRIVER'SHOME ADDRESS

16b. HOME TELEPHONE NUMBER

17. DESCRIPTION OF VEHICLE DAMAGE

18. ESTIMATED REPAIR COST
S

19. YEAR OF VEMICLE | 20. MAKE OF VEHICLE

21. MODEL OF VEHICLE

22. TAG NUMBER AND STATE

232, DRIVE'S INSURANCE COMPANY NAME AND ADDRESS

23b, POLICY NUMBER

23c. TELEPHONE NUMBER

24. VEHICLE 1S
[] coowneo  [] RenTAL
[ teaseo [] privateLy owneo

25a. OWNER'S NAME(S) (Last, first, middle)

25b. TELEPHONE NUMBER

26. OWNER'S ADDRESS(ES)

SECTION Ill - KILLED OR INJURED (Use Section VIl if additional space Is neadad)

27, NAME (last, first, middlo) 28, SEX 29. DATE OF BIRTH
30, ADDRESS
A |31 MARK"X"TN TWO APPROPRIATE BOXES 32 IN WHICH VEHICLE [ 33. LOCATION IN VEHICLE 34. FIRST AID GIVEN BY
[:] KLLeD | [T] oriver [ ] PASSENGER |[T] FED
[[] nwureo |[] netrer [T] pEDESTRIAN |[T] OTHER (2)

35. TRANSPORTED BY

26, TRANSPORTED TO

7. HAME (last, first, middlo)

38. SEX 39. DATE OF BIRTH

40. ADDRESS

B [41-MARK "X IN TWO APPROPRIATE BOXES
[] kureo | [] DRIVER [] PASSENGER
[Jmuuren | [T] HELPER [] PEDESTRIAN

42, IN WHICH VEHICLE | 43. LOCATION IN VEHICLE

[] reo

[___] OTHER (2)

44. FIRST AID GIVEN BY

45 TRANSPORTED BY

46, TRANSPORTED TO

a. NAME OF STREET OR HIGHWAY

b. IRECTION OF PEDESTRIAN (SW corner to NW comer, elc.)

FROM

TO

47, Pedes-
Irian walking, hilchhiking, elc.)

e. DESCRIBE WHAT PEDESTRIAN WAS OOING AT TIME OF ACCIDENT

(crossing intersection with signal, against signal, diagonally; in roadway playing,

NSH 7540-00-634-40414
Previous edition not usable

STANDARD FORM 91 (z2004)
Prescrbed by GSA-FMR 102.34,295

Figure 2-9.--MOTCR VEHICLE ACCIDENT REPORT
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SECTION IV - ACCIDENT TIME AND LOCATION (Use sectlon VIl If at II’ additional space Is needed.)
48. DATE OF ACCIDENT |49. PLACE OF ACCIDENT (Street address, city, stale, ZIP Codo; N tinterseciion: Kind of locality (industdal, business,
residential, open country, etc.); Road description),

50. TIME OF ACCIDENT
[(Jam

[em

51. INDICATE ON THIS DIAGRAM HOW THE ACCIDENT HAPPENED 52. POINT OF IMPACT
i 3 (Check one for each
Uso one of Buse outoes o Jleich he k
vehicle)
:'om Witie i ateel o hphimay ramay
Momber Facwrtl wivcis \
S i1 B sl il o : \ ! FED| 2 AREA
and ehow o T sl e | \ :
Eanph —> [T (F]e— \ y
bwhmmhmm ‘/’.__._..._L_.__.__‘.__.——-.L_._....-._.‘\ :' ;m::n
40 Erchen s avec D - ! \ I g . R.Fronl
P hocsdentenennsrnnnane[ 3> /’—— | \ 1 c. L. Fronl
& &how pedastran by —— () | \ | ‘\ d. Rear
1 \ e. R.Rear
¢ Show mimad by HHHHHHHHH \ |
& Place smow n f. L Rear
e, O g. R Side
_ h, L. Side
53. DESCRIBE WHAT HAPPENED (Refor lo vehicles as "Fed™, "2°, *3", u!c Ple:lse include Informaticn on pos!ed speed limil, approximata speed of vehicles, road conditions,
weather conditions, weather condilions, driver vmhll\r dition of hictes, Uraffic Is g light, stop signal,etc.), condition of light (daylight, dusk, night,
dawn, artificlal light, elc), and driver actions ( g o U-tum, passing, stopped in tiffic, elc.)

SECTION V - WITNESS/PASSENGER (Witness must fill out SF 94, Statement of Witness) (Continue In Section VIIi.)
54, NAME (Last, firsl, middle) 56. HOME TELEPHONE NUMBER

55. WORK TELEPHONE NUMBER

A [57,WORK ADDRESS 58, HOME AODRESS

59. NAME (Last, firsl, middle) 60. WORK TELEPHONE NUMBER 61. HOME TELEPHONE NUMBER

B 55 WORK ADDRESS 53, HOME ADDRESS

SECTION VI - PROPERTY DAMAGE (Use Sectlon VIII If additional space |s needed.)

64a. NAME OF OWNER (Last, firs), middla)

64b. WORK TELEPHONE NUMBER

64¢c. HOME TELEPHONE NUMBER

64d. WORK AODRESS

[64e. HOME ADDRESS

65a. NAME OF INSURANCE COMPANY

65b. TELEPHONE NUMBER

65¢. POLICY NUMBER

66, ITEM DAMAGED 67, LOCATION OF DAMAGED ITEM 68. ESTIMATED COST

SECTION VIl - POLICE INFORMATION
3b, DADGE NUMBER

69a. NAME OF POLICE OFFICER 69¢c. TELEPHONE NUMBER

70. PRECINCT OR HEADQUARTERS 710 PERSON CHARGED WATH ACCIDENT T1b. VIOLATION(S)

STANDARD FORM 91 (2/2004) PAGE 2

Figure 2-9.--MOTOR VEHICLE ACCIDENT REPORT-CONTINUED
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SECTION Vill - EXTRA DETAILS

SPACE FOR DETAILED ANSWERS, INDICATE SECTION AND ITEM NUMBER FOR EACH ANSWER. IF MORE SPACE IS NEEDED, CONTINUE ITEMS ON PLAIN BONO
PAPER,

PRIVACY ACT STATEMENT

The informalion on this form Is subject to the Privacy Act of 1974 (5 U.S.C. section 552a). Authority to collect the informalion is Tilie 40
U.S.C. Section 491 and the lille 31 U.S.C. Section 7701. The formalion is required by federal Government agencies to administer motor
vehicle programs, Including maintaining records on accidents involving privalely owned and Federal fleet vehicles,and collecling
accident claims resulling from accidenls, Federal employees, and employees under contracl, will use the informalion only in the
performance of their official duties. Rouline uses of the collected informalion may include disclosures to: appropriate Federal, Stale, or
local agencies or conlractors when relevant to civil, criminal, or regulatory invesligalions or proseculions; the Office of personnel
Management and the General Accounting Office for program evalualion purposes; a Member of Congress or slaff in respanse to a
request for assistance by the individual of record; another Federal agency, including the Depariment of Treasury and Juslice, or a court
under judiclial proceedings; agency Inspectors General in conducling audils; private insurance and the colleclion agencies (including
agencies under conlract lo Treasury to collect debt), and to other agency finance cffices for federal management and debt collection.
Furnishing the requested informalion is mandatory, including the Social security Number or Taxpayer's |dentification Number(TIN) for
use as a unique identifier to ensure accurale identification for individuals or firms in Ihe system.

SECTION IX - FEDERAL DRIVER CERTIFICATION

| certify that the information on this form (Sections | thru VIHl) is correct to the best of my knowledge and belief.

72a. NAME AND TITLE OF DRIVER

T2b. DRIVER'S SIGNATURE AND DATE

SECTION X - DETAILS OF TRIP DURING WHICH ACCIDENT OCCURRED

73. ORIGIN

74. DESTINATION

75. EXACT PURPOSE CF TRIP

OATE TIME (include AM or PM) 7 MO DATE TIME (Includa AM or PA)
it 1
76. TRIP BEGAN OCCURRED
76. AUTHOURITY FOR THE TRIP WAS GIVEN TO THE OPERATOR 79.WAS THERE ANY DEVIATION FROM DIRECT ROUTE?
[[] oraty (] 1NWRITING (Explain) [] wo [] YES tExplain)

B0, WAS THE TRIP MADE WITHIN ESTABLISHED WORKING HOURS?

[ ves [] wo (Explain)

81. DID THE OPERATOR, WHILE ENROUTE, ENGAGE IN ANY ACTIVITY OTHER
THAN THAT FOR WHICH THE TRIP WAS AUTHORIZED?

D NO D YES (Explain)

a. DID THIS ACCIDENT OCCUR WITHIN THE EMPLOYEE'S SCOPE OF DUTY

82. COMPLETED b. COMENTS

BY DRIVER'S |[] ves
SUPERVISOR |[] no

83a. NAME AND TITLE OF SUPERVISOR

83b. SUPERVISOR'S SIGNATURE AND DATE 83c. TELEPHONE NUMBER

STANDARD FORM 91 (2z2004) PAGE 3

Figure 2-9.--MOTOR VEHICLE ACCIDENT REPORT-CONTINUED
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MILE

SECTION XI - ACCIDENT INVESTIGATION DATA

84, DID THE INVESTIGATION DISCLOSE CONFLICTING INFORMATION,

DNO

|:| YES (If checked, oxplain below.)

85. PERSONS INTERVIEWED

NAME DATE NAME DATE
a. .
b. d.
86. ADDITIONAL COMMENTS (Indicate section and ilem numbar of each comment).
SECTION XIl - ATTACHMENTS
7. LIST ALL ATTACHMENTS T0 THIS REPORT
SECTION Xlll - COMMENTS/APPROVALS
88 REVIEVYING OFFICIAL'S COMMENTS
89. ACCIDENT INVESTIGATOR 90. ACCIDENT REVIEWING OFFICIAL
a. SIGNATURE b. DATE 3 SIGNATURE b DATE
¢. NAME (First, middle, lasl) c. HAME (First, middlo, last)
d.TITLE d_TITLE
s OFFICE 0. OFFICE
1. OFFICE TELEFHONE NUMBER 1. OFFICE TELEPHONE NUMBER
AREA CODE NUMBER EXTENSION AREA CODE NUMBER EXTENSION

STANDARD FORM 91 {22004y PAGE 4

Figure 2-9.--MOTOR VEHICLE ACCIDENT REPORT-CONTINUED

Enclosure (1)
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1. DID YOU SEE THE 7. WHEN DID THE ACCIDENT HAPPEN?
STATEMENT OF WITNESS | accioenr? > TINE Clam |b DATE et
(Attach additional sheets if necessary) Clpm. 0900118

3. WHERE DID THE ACCIDENT HAPPEN? (Give sireet focation and city)

4, TELL IN YOUR OWN WAY HOW THE ACCIDENT HAPPENED

5. WHERE WERE YOU WHEN THE ACCIDENT OCCURRED?

6. WAS ANYONE INJURED, AND IF SO, EXTENT OF INJURY IF KNOWN?

7. DESCRISE THE APPARENT DAMAGE TO PRIVATE PROPERTY

8. DESCRIBE THE APPARENT DAMAGE TO GOVERNMENT PROPERTY 9, IF TRAFFIC CASE, GIVE
APPROXIMATE SPEED OF:
a, GOVERNMENT VEHICLE
Miles
per Hr.
b. OTHER VEHICLE
Miles
per Hr,
10. GIVE THE NAMES AND ADORESSES OF ANY OTHER WITNESSES TO THE ACCIDENT {if known)
a. NAMES b. ADDRESSES flaclinle ZIF Code)
11. HOME ADDRESS (fnclude ZIF Code) 12. WITNESS (Frimt Nume) a. HOME TELEPHONE NO.
mtpisss Sign b. TODAY'S DATE
PLETING pese ¥
FORM 13. BUSINESS ADDRESS (lnclwfe ZIF Coule) TELEPHONE NO.
14, INDICATE ON THE DIAGRAM BELOW WHAT HAPPENED:
1. Number Federal vehlele as 1—other vehlcle s 2—additlonal wehicle 3. Bhow pedestrlan by 30
s 3, and vhow direction of travel by mrow 4. Show railroad by
(Evample: ——3 [ 1 O 2 16— 5. Olve names or numbers of streets or highways
2, Use solid line to show path before accident ———— [:D &, Indicate north by arrow In {his clrele
Broken |ine after secident --.............
e _+“"”"_‘L_“”‘—“‘L‘T”“"“
NSHN 7540-00-634-4045 STANDARD FORM 94 (REV, 2-83)
a4.10% Prescribed by GSA, FPMR 101-39.8

Figure 2-10.--STATEMENT OF WITNESS
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Chapter 3

Safety

1. Operator Responsibilities

a. General. Operators of NTVs will comply with all local,
state, and Federal traffic regulations, as well as those
directed by military authorities. Per reference (c), the senior
member riding in a NTV, whether driver or passenger, is deemed
to be in charge of that vehicle and is responsible at all times
for its lawful operation. The operator of the NTV is
responsible for the safekeeping and maintenance of all tools and
accessories that are associated with the equipment. Missing or
unserviceable tools and accessories must be brought to the
attention of the RO.

b. Driving Duration

(1) Operators will be provided with at least eight
consecutive hours of rest (off-duty) during a 24-hour period.
Unit commanders will ensure that preceding a known prolonged
work or sleep-loss period, off-duty time will be kept as free of
work related requirements as possible and, ideally, should be
spent at rest or asleep.

(2) Per reference (g), operators of NTVs will not drive
more than 10 hours in a duty period (including rest and meal
breaks) or when fatigued, ill, or under the influence of drugs
or alcohol. Operators will take rest breaks (at least 15
minutes) every two hours of driving or every 100 miles,
whichever occurs first. These breaks are in addition to regular
meal breaks. Unit commanders in support of NTV operators in
mission essential billets requiring shifts in excess of 10 hours
(e.g. security patrols, severe weather operations, training
support, snow removal), will develop specific written procedures
to minimize the hazards of increased mission-required driving
time and rest-recovery guidance.

c. Eating, Drinking, and Cellular Phone Use. Eating,
drinking, or the use of tobacco products is prohibited while
operating a NTV. With the exception of personnel noted in
reference (c), the use of cellular phones or other similar
electronic devices is prohibited while operating a NTV.

3-1 Enclosure (1)
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d. Vehicle Checks. Operators will check the NTV for safety

and service before operation, during operation, and after
operation. At minimum, operators will:

(1) Check for presence of damage and pilferage of
equipment.

(2) Check for fire extinguishers (if applicable).

(3) Check the instrument panel, brakes, clutch, steering
mechanism, all lights, reflectors, and drain air tanks (if
applicable).

(4) Check engine o0il, fuel (to include diesel exhaust
fluid as applicable), transmission fluid, brake fluid,
windshield washer fluid, power steering fluid and coolant/anti-
freeze. Check for leaks, unusual noises, engine operation, and
condition of belts and hoses. For U.S. Marine Corps (USMC)
owned NTVs, operators may stop by Building 1502 or Building
AS118 for fluids top off. Units possessing General Services
Administration (GSA) NTVs may purchase fluids by taking the
vehicle and respective GSA Fleet Card to an approved vendor.

(5) Check tires for damage, wear, and proper inflation.
Remove and replace defective, unserviceable or flat tires and
replace with the spare. USMC owned NTVs with defective tires
will be brought to either Building 1502 or Building AS118 in
order to have the tires repaired or replaced. GSA NTVs will be
taken to an authorized vendor. Tires should be replaced
whenever the tread is less than 2/32" (except Fire Apparatus
Equipment which is defined at less than 4/32”) in order to
salvage tires suitable for recapping.

(6) Check all wheel lugs for tightness. The operator of
a loaded truck equipped with dual wheels that has been
dispatched beyond 50 miles will stop at least once to inspect
the NTV load and check for distressed tires.

(7) Prior to connecting a tractor to a semi-trailer,
operators will inspect the king pin and fifth wheel plate for
damage or deformity. In the event damage is identified,
equipment will be inducted into maintenance.

(8) Clean inside of NTVs daily, to include the cab and

bed of trucks and scooters. Keep the outside of vehicles clean
and wash weekly.
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(9) Report any discrepancies in the remarks section of
the Vehicle and Equipment Operational Record, NAVMC 10627
(Figure 2-6) and notify the appropriate dispatcher and
supervisor.

e. Speed Limits. Operators will comply with posted speed
limits. No person will drive a NTV at an excessive speed than
is reasonable and prudent with due regard for traffic, road
surfaces, weather conditions, and width of the roadway. The
maximum speed in reverse is 3 miles per hour. The maximum speed
limit on unimproved roads or cleared trails is 15 miles per hour
where authorized.

f. Backing. No operator will back a NTV until such a
maneuver can be made safely. Operators will physically check
the surrounding area and sound the horn prior to backing. When
it is determined that the NTV cannot be backed safely, the
operator will not move the NTV until assistance can be obtained.

g. Safe Driving. All personnel must wear safety belts when
the NTV is in motion and are subject to state occupant restraint
laws. Operators will not follow another vehicle so closely to
preclude stopping safely and easily (apply the 3 second rule).
Operators of NTVs will always drive in the right hand lane
except when making left turns on a dual highway or when passing
a slower moving vehicle or obstruction.

h. Parking. When parking on a grade, operators should
place the NTV in park/low gear, set the parking brake, and turn
the front wheels towards the curb. Operators will remove the
keys and lock any NTV prior to leaving it unattended.

i. Alcohol, Narcotics, and Other Dangerous Substances. No
person who is under the influence of alcohol, narcotics, or any
other debilitating substances will be allowed to operate a NTV.
The operator should consult a physician prior to driving when
taking medication (also inform appropriate supervisor). No
person will consume alcohol within eight hours prior to
operating a NTV.

j. Attire. All personnel traveling in NTVs will be
properly attired. Service members will either be in uniform or
in proper civilian attire. Civilians will be dressed in
clothing that meets the standards of safety, decency, neatness
and cleanliness. Clothing which is torn, ragged, excessively
dirty, revealing, or contains messages inconsistent with Marine
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Corps policies (e.g., drugs or illegal activities) will not be
worn.

k. Vehicle Idling. Operators will not leave NTVs idling
more than 5 consecutive minutes in any 60-minute period, except
as required by maintenance and emergency NTVs. Fuel costs,
health and air quality concerns, and common sense make it
appropriate to limit NTV idling.

1. Accidents/Incidents. Applicable government NTV motor
vehicle command and operator responsibilities are contained in
references (a) through (c) and (e) through (h), which include
the immediate reporting of accidents or incidents occurring
while having custody of, or when operating a NTV. Evidence of
NTV accidents or incidents, not the result of normal wear and
tear or defective workmanship, will be investigated by the using
unit and a written report forwarded to the Fleet Manager. Upon
validation of the report, the NTV may be reclaimed and not
returned to the using unit, and the operator may be subject to
unit disciplinary actions. The using unit will be charged for
all costs incurred from accident or incident damages.

2. Routes of Travel. Except under special approved
circumstances through the CG, MCIEAST-MCB CAMLEJ AC/S, G-4 or
emergency substantiated situations, utilization of NTVs will be
limited to improved roads (i.e., asphalt, concrete, packed
gravel) that can be traversed without injury to the occupants
and damage to the NTV. NTVs will not be used for cross country
or transit through water above the vehicle axle. The following
roadways will not be utilized by NTV operators:

a. Piney Green Road.

b. Bear Creek/Queens Creek Road from Highway 172 to Highway
24.

c. Cutoff roads between Highway 24 and Route 70 to MCAS
Cherry Point; Highway 1756 (Nine Mile Road) and Catfish Lake
Road.

3. Public Highways. The only public highways authorized for
the movement of semi-trailers are: Highways 17, 24, I-40, 70,
I-95, 172, and 210. Public highways not listed herein will not
be utilized without prior approval of the CG MCIEAST-MCB CAMLEJ
(Director of Safety).

3-4 Enclosure (1)



MCIEAST-MCB CAMLEJO 11240.1
15 DEC 2015

4. Fueling

a. NTVs will not be fueled in a closed building.

b. Operators will turn off engine and lights while taking
on fuel,

c. Smoking and/or the use of lighters/matches is prohibited
within 50 feet of the fueling point.

d. Use of electronic devices while fueling is prohibited.

e. Fuel will be replenished at the installation fuel
station using the NTV assigned fuel key. For trips exceeding
the NTV tank capacity, units (via the appropriate chain of
command) will request a GSA Fleet Card from the MTD
Transportation Manager three days prior to the departure date.
Under no circumstances will the GSA Fleet Card be used to
purchase food, lodging, or personal items.

f. NTV operators making extended trips beyond the normal
operating radius (75 miles) from the Camp Lejeune/New River
Complex will submit a GSA Fleet Card Request by e-mail at least
three days prior to departure to the MTD Transportation Manager.

g. It is prohibited to use the fuel key or GSA Fleet Card
for any vehicle other than the assigned NTV.

5. Passenger and Cargo Restrictions

a. No person will be permitted to ride on a tailgate,
running board, side, or on any exposed part of a NTV. No part
of a person’s body, equipment, or weapon will protrude beyond
the exterior of the NTVs cab.

b. NTVs will not exceed the passenger capacity designated
by the manufacturer. Transporting personnel in the bed of a
truck or cargo area is strictly prohibited (to include covered
beds and cargo areas).

c. NTV operators will adhere to applicable Federal and
State directives and the NTVs owner’s manual for proper loading
procedures. Care will be taken to not exceed the NTVs load
limit. All cargo will be secured using appropriate straps/tie-
down devices.
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d. NTVs will not be utilized to load or unload cargo
directly from shipside. Such cargo must be staged and then
loaded. NTVs will not be loaded aboard any type vessel or rail
car. NTVs are not deployable.

e. NTVs will not be operated on warehouse loading ramps,
with the exception of certain MHE and scooters.

6. Loading and Speed Limits of Overloaded, Oversized, and
Overweight NTVs

a. NTVs may be weighed at G-4, Distribution Management
Division’s Lot 201.

b. When NTVs exceeding the legal weight limitations and
dimensions are required to operate on state highways, the MTD
will obtain the necessary NC State Department of Transportation
(NCDOT) Highway Division approval. A copy of the NCDOT Permit
will be provided to the operator and will be carried in the NTV
at all times.

c. Speed limits for overloaded/oversized/overweight
vehicles are prescribed in the Motor Vehicle Laws of North

Carolina and/or road posted.

7. Transportation of Explosives and Dangerous Materials

a. On-Base Transportation Movement. Reference (e) outlines
the regulations and requirements for operations involwving
inspection, loading, unloading, and transportation of ammunition
and explosives aboard the Camp Lejeune/New River Complex.
Commanders at all echelons must ensure compliance with
applicable directives before, during, and after movement of
ammunition and explosives material.

b. Off-Base Transportation. Reference (e) prescribes the
regulations and requirements for operations involving loading,
unloading, and transportation of ammunition and explosives off
the Camp Lejeune/New River Complex. Commanders at all echelons
will ensure compliance with applicable directives before, during
and after movement with ammunition and explosives material.

8. Safety Precautions

a. Operators of NTVs are responsible for the safe operation
of vehicles, passengers, and cargo. Commanders of units
entrusted with NTVs have an inherent responsibility in the
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enforcement of safe and proper operational use. Effective
measures must be practiced to prevent the unnecessary loss of
resources caused by unsafe driving practices and disregard of
regulations. When an emergency stop must be made, the following
actions will be immediately taken:

(1) Every reasonable effort will be made to remove the
NTV from traffic lanes and on to the shoulder of the road.

(2) Emergency reflectors, if equipped, should be
employed. Place the reflectors at a point between the disabled
NTV and oncoming traffic. If near a curve or other area of
limited line of sight, place the reflectors in a spot/direction
that affords others ample warning. Emergency flashers will also
be employed as long as the NTV is disabled.

(3) When a convoy must stop under the conditions
outlined above, the convoy commander is responsible for ensuring
that adequate guards or emergency warning devices are utilized.

b. Towed trailers will be connected to the towing NTVs by
means of two safety chains or cables, in addition to the tongue.
Rear lights/reflectors will be utilized. Towing any trailer
weighing in excess of the NTVs rated tow capability is
prohibited.

9. Accident Reporting Regquirements

a. Prior to operation of NTVs, operators will ensure that
SF-91 (Operators’ Report of Motor Vehicle Accident), SF-94
(Witness Statement) and DD518 (Accident Identification Card) are
available and carried in the vehicle. For GSA leased NTVs, a
copy of “A Guide to Your GSA Fleet Vehicle” will also be
available. GSA NTV accidents will be investigated as instructed
in the pamphlet.

b. NTV operators involved in accidents will:
(1) Stop immediately and assess the situation.

(2) Render any possible assistance to the injured.
Avoid moving any seriously injured persons unless essential for
their protection.

(3) Warn other motorist of any existing highway hazard.

During hours of darkness or poor visibility, use vehicle hazard
lights.
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(4) Notify local and military police authorities
immediately after taking above action.

(5) Complete the SF-91. TIf the operator is unable to
complete the SF-91 due to injury or death, the next senior
person directly responsible for equipment operations will
complete the report.

(6) Provide SF-94 to available witnesses. If
impractical or unable due to operator injury or death, the next
senior person directly responsible for equipment operations will
attempt to obtain witnesses point of contact information for
follow-up contact by investigating authorities.

(7) Comply with state and local laws governing the
reporting of equipment accidents.

(8) Remain at the accident scene until authorized to
leave by proper authority.

(9) Refrain from expressing opinions (orally or in
writing) to claimants or their agents as to liability,
investigation findings, or the possibility of a claim approval.

(10) Refer requests for accident reports to the
installation SJA Office. Operators will not make official
accident investigation reports available to a claimant, or to
any individual or representative of any non-Marine Corps
organization other than civil law enforcement authority while at
the scene of the accident. Any correspondence regarding an
accident which involves a Privately Owned Vehicle (POV) or
public property should be addressed to the SJA Office.

(11) Complete DD Form 518, Accident/Identification Card,
at the scene of the accident or as promptly as possible
thereafter and provide copies to persons directly concerned with
the accident. DD Form 518 provides any person involved in an
accident with all of the information they require of the
equipment operator. Do not disclose Social Security Numbers
when filling out the DD Form 518.

(12) Complete all accident reporting forms and deliver
the forms within 24 hours, or the next business day, to the
Fleet Manager. Per references (b) and (g), commanders of NTV
using units may request an operator drug and/or alcchol test
within two-six hours of any accident involving NTVs and
equipment.
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c. The Fleet Manager may elect to recall NTVs from commands
that have operators who fail to report NTV or equipment
accidents. Per reference (h), the using unit will be charged
for all costs resulting from accident or incident damages.

10. Disabled/Roadside Assistance

a. USMC Owned NTVs. In the event of a breakdown, services
may be obtained during normal working hours by calling the MTD
Maintenance Section at (910)451-5167. After working hours,
weekends and holidays, services may be obtained by calling the
MCIEAST-MCB CAMLEJ Command Duty Officer (CDO) at (910)451-
2414/3031. This does not include USMC owned engineer equipment
maintained by the Public Works Division (PWD) contractor.

b. GSA Leased NTVS. 1In the event of a breakdown, services
may be obtained by calling the GSA Fleet Vehicle Assistance
Center (866)400-0411.

11. Wrecker Service

a. USMC Owned NTVs. Wrecker service may be obtained during
normal working hours by calling the MTD Maintenance Section At
(910)451-5167. After working hours, weekends and holidays,
emergency wrecker service may be obtained by calling the
MCIEAST-MCB CAMLEJ CDO at (910)451-2414/3031. This does not
include USMC owned engineer equipment maintained by the PWD
contractor.

b. GSA Leased NTVs. Wrecker service may be obtained by
calling the RO of the respective unit for an approved vendor.
Outside the POD, call the GSA Fleet Vehicle Assistance Center at
(866)400-0411.

c. Wrecker Service, when requested by the PMO via the Fleet
Manager, may be dispatched to move POVs which are to be
impounded or retained by PMO. In this case, MTD or the
government contractor will not be held liable for any damages.

12. Gas Chamber Transportation. With the exception of
Emergency Medical Services, the use of NTVs to transport
personnel which have been subjected to chlorobenzalmalononitrile
(CS) aerosol or other noxious gas is strictly prohibited.
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13. Reporting of Missing License Plates

a. NTV operators and ROs must report the loss or theft of
license plates immediately to the reporting agencies (i.e.,
Provost Marshal Office (PMO) and MTD). The agencies will take
appropriate actions to notify the proper security authorities.

b. A statement identifying the circumstances of the loss or
theft of the license plate must be verbally shared with the
reporting agency at the time reported. On the first working day
following the reported theft or loss, a written statement must
be submitted by the unit.
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Chapter 4

Assignment, Accountability, and Utilization

1. General. The primary objective of the NTV program is to
achieve optimum relationship between equipment investment costs
and productive use of mission essential equipment. Thus, the
NTV fleet is maintained at the smallest size required to provide
official transportation under routine conditions. The total
number of vehicles in use in the Camp Lejeune/New River Complex
must not exceed the allowance approved by HQMC.

2. Assignments (Permanent/Temporary)

a. Requests for temporary loan NTVs will be sent via
appropriate chain of command (II MEF units via the MMCC), by e-
mail at least two days in advance (Vehicle requests@usmc.mil).

b. A minimum number of NTVs will be assigned as Class B
vehicles (NTVs assigned to a specific unit for a specific
continuous purpose). Requests for Class B NTVs may be addressed
to the Fleet Manager and will contain detailed justification
(i.e., type vehicle required, job to be assigned, estimated
miles per month). At a minimum, annual reviews will be
conducted to ensure Class B NTVs are being used efficiently.

c. The DoD requires all commercial NTVs to be the minimum
body size and maximum fuel efficiency necessary. NTV 4X4s
whether owned or leased, must be fully justified in writing to
the Fleet Manager. Occasional inclement weather or field use is
not sufficient justification.

d. No individual or unit will acquire a NTV by any means
unless expressly permitted to do so by the Fleet Manager. NTVs
will not be transferred from one RO to another RO without the
approval of the Fleet Manager.

e. The Fleet Manager may redistribute assets at any time,
regardless of current assignments, when it has been determined
that such redistributions are in the best interests of the
command, or, if newly emerging requirements warrant.

f. Contracted Commercial Leased Vehicles. NTVs obtained
through a commercial short or long term lease require monthly
reporting of mileage and fuel usage. This data is required to
be reported to the MTD Production Control Section by the 25th of
each month.
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3. Accountability

a. ROs

(1) Per reference (i), ROs for NTVs will be appointed in
writing by the unit commander. A copy of the appointment letter
will be forwarded to the MTD Supply Section. All ROs will be
officers, SNCOs, or GS-5 and above civilian equivalents. This
requirement may be waived, via written request to the MTD Supply
Section, on a case-by-case basis.

(2) Within 15 days of assignment, the RO will inventory
(physically sight) all assets and collateral equipment (i.e.,
spare tire, jack, jack handle, lug wrench). Once the assets and
collateral equipment are inventoried, the RO will sign the
Consolidated Memorandum Receipt (CMR) maintained by the MTD
Supply Section. This indicates that all NTVs and collateral
equipment are accounted for.

(3) A CMR and Collateral Equipment Inventory
reconciliation will be conducted quarterly. The RO must
complete and return the signed documents within 15 days to the
MTD Supply Section.

(4) In the event of the RO being absent in excess of 60
days (TAD, leave, etc.), appointment of a new RO and a joint
inventory is required. Prior to departure, the RO is
responsible for coordinating with the MTD Supply Section for the

proper disposition (turn in or realignment) of all assigned
NTVs.

(5) ROs are responsible for the serviceability and
accountability of all NTV assets to include NTV collateral
equipment (e.g., spare tires, jacks, jack handles, lug-wrenches,
fire extinguishers, side racks, etc.) issued with a vehicle.
During issue and turn-in of a NTV, an inventory of the
collateral equipment will be conducted. Missing gear or items
damaged beyond normal wear and tear must be replaced by the RO’'s
unit.

(6) ROs are responsible for turning in all warranty,
recall, and GSA maintenance receipts to the MTD Production
Control Section within three days of performed services.
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b. Issue/Turn-in

(1) Prior to assigning a Class B NTV to a unit, the MTD
Production Control Section will inspect the NTV and note any
discrepancies on the Vehicle Assignment/Termination Form (Figure
4-1). This will also serve as a temporary receipt for the fuel
key and GSA Fleet Card (if applicable) until the asset can be
added to the unit’s CMR.

(2) When turning in a NTV, the RO will:

(a) Conduct an inventory of all collateral equipment
and replace missing accessories, if required, prior to turn-in.

(b) Ensure the NTV is clean (inside/outside) and
have all repairs, body work, and required PM/emission
inspections completed prior to turn-in. Deliver the NTV, fuel
key, and GSA Fleet Card (if applicable) to the MTD Production
Control Section.

(c) Ensure modifications are removed and the NTV is
repaired/restored to its original condition, less fair wear and
tear.

c. Spare Key Procedures. Any NTV operator may obtain a
spare key from the MTD with prior approval from the unit RO.
The unit RO may either call or e-mail for authorization. The
authorized person must complete a NTV Spare Key Request (Figure
4-2) form. The spare key must be returned to the MTD no later
than close of business the day after it was issued.

d. Lost Key Procedures. The unit RO must submit a Lost NTV
Fuel/Ignition Key (Figure 4-3) form for a vehicle ignition or
fuel key to the MTD. A replacement ignition key will be
obtained and procured at the expense of the unit; the GSA Fleet
Card will not be used to purchase a replacement ignition key. A
replacement fuel key will be provided by the MTD.

4. Procurement/Replacement. All new or replacement NTVs will
be facilitated through MTD. Annual data call e-mails will be
sent to the ROs indicating submission instructions. NTV
replacement is based on four factors: budget resources,
allowances, on-hand inventory, and projected vehicle retirement
year.
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5. Utilization

a. The Fleet Manager will review the utilization of all
NTVs at least annually. Units possessing Class B NTVs that do
not meet established utilization rates will be required to fully
justify the continued assignment of these NTVs. Insufficient or
untimely submission of justifications may result in the NTVs
being returned to the MTD. In all cases, the continuation of
Class B NTV assignments can only be authorized by the Fleet
Manager.

b. Target utilization rates are determined by averaging the
total miles/hours of all equipment in each type/class. Any NTV
not attaining a minimum utilization (i.e., 75 percent of target)
will be assessed for turn-in, reassignment, exchange, or remain
assigned based on unit-written justification.

c. NTV usage data is required to be reported to the MTD

Production Control Section by the 25th of each month. A
mileage/hour template format will be provided to each RO.
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VEHICLE ASSIGNMENT / TERMINATION
G4 - MOTOR TRANSPORT DIVISION
MARINE CORPS BASE, CAMP LEIEUNE, NC

VEHICLE CODE: VEHICLE #:

VEHICLE TYPE:

FROM (CODE): TO (CODE):

APPROVED BY: DATE:

VEHICLE CHECK YES [ NO REMARKS

SPARE TIRE SIZE:

JACK & LUG WRENCH

MAINTENANCE CARD

|GAS KEY

ODOMETER READING:

COMMENTS:

OLD VEHICLE#/TYPE CODE: NEW VEHICLE#/TYPE CODE:
[FROM R/O SIGNATURE: DATE:

TO R/O SIGNATURE: DATE:

ANY MODIFICATIONS TO GSA VEHICLES REQUIRE PRIOR APPROVAL
FROM MOTOR TRANSPORT DIVISION FLEET MANAGER

MCBCL/S4SEBPO/BMT/4 (4/11) PREVIOUS EDITIONS ARE OBSOLETE ADOBE 5.0

Figure 4-1.--VEHICLE ASSIGNMENT/TERMINATION FORM
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NON-TACTICAL VEHICLE (NTV) SPARE KEY REQUEST

To obtain a NTV spare key, the unit must provide the Motor
Transport Division (MTD) with the following information:

1. Vehicle Number:

2., Name & Rank or Pay Grade:

3. Copy of Picture I.D.:

4. Unit or Section:

5. Phone Number:

6. Supervisor Name & Rank or Pay Grade:

7. Phone Number:

MTD USE ONLY

Date Key Signed Out:
Date Key Returned:

Employee Initial:

Figure 4-2.--NON-TACTICAL VEHICLE (NTV) SPARE KEY REQUEST
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UNITED STATES MARINE CORPS
MARINE CORPS INSTALLATIONS EAST-MARINE CORPS BASE
PSC BOX 20005
CAMP LEJEUNE NC 28542-0005

1000
G-4/MTD

LAST NAME FIRST NAME 2 I (% GRADE/RANK UNIT
VEHICLE NUMBER:

LOST NON-TACTICAL VEHICLE (NTV) FUEL/IGNITION KEY (CIRCLE ONE)

I certify that the U.S. Government Motor Vehicle Fuel/Ignition Key issued to
was lost on or about under the following circumstances:

Who lost the key:

Where (if known) was the key lost:

What efforts were made to locate this key:

What corrective action has been taken to avoid the loss keys in the future:

I further certify that if recovered, the fuel or ignition key will be
surrendered to the Motor Transport Division.

Signature/Date

Figure 4-3.--LOST NON-TACTICAL VEHICLE (NTV) FUEL/IGNITION KEY
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Chapter 5

Inspection and Maintenance

1. General. The Fleet Manager is responsible for the
maintenance, inspection, and required upgrade/modification of
all NTVs aboard the Camp Lejeune/New River Complex. This is
accomplished in concert with the units who are entrusted with
the daily use, storage, and upkeep of the NTVs. Similar to
efficient use and safe driving, diligent inspections and PM can
extend NTV life and ensure adequate assets are available.

2. Responsibilities

a. The Fleet Manager is responsible for funding NTV
preventative and corrective maintenance costs, except in those
cases of NTV accidents or incidents. Per reference (h), using
units will be charged for damages assessed for accidents or
incidents in accordance with applicable laws, regulations,
policies and procedures.

b. Whenever NTVs are assigned to a unit, the unit is
responsible for operator checks and maintenance. All operator
level maintenance will be performed prior to delivering the NTV
to the repair shop for maintenance.

3. Maintenance Categories

a. Operator Maintenance. Operator maintenance is performed
to detect existing or potential malfunctions, and to ensure
continued serviceability of the NTV. Operator maintenance
generally consists of basic cleaning, fluid replenishment, and
function checks as listed in the safety section of this order
and the owners/operators manual. Failure to perform routine
operator maintenance may result in reclamation of the NTV.
Defects must be reported immediately to the unit dispatcher and
RO. Personnel will not attempt to repair NTVs.

b. Corrective Maintenance (CM). CM restores a NTV to a
serviceable condition or determines it is not repairable. Units
with USMC owned NTVs requiring repair will coordinate with the
MTD Maintenance Section. Units with GSA leased NTVs will
deliver the NTV to an approved GSA vendor (contact the RO for an
approved vendor list). Units will deliver/retrieve the NTVs
to/from the maintenance activity as safe operation permits.
Personnel will not attempt to repair NTVs.
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c. Preventive Maintenance (PM). PM includes mechanical
inspections, cleaning, servicing, and lubrication based on
either time or odometer/hour meter readings. PM identifies
defects early, curtailing costly repairs. The MTD Production
Control Section will schedule and notify the ROs via a monthly
PM list. GSA NTVs will be taken by the unit to an approved GSA
vendor (contact the RO for an approved vendor list). MHE may be
picked up/returned by the MTD Maintenance Section, depending on
the location. Compliance with the monthly PM schedule must be
adhered to by all units in order to minimize potentially unsafe
operations.

4, Modifications

a. Units desiring NTV modifications must submit a written
request with full justification and specifications to the Fleet
Manager for approval. Under no circumstances will a unit make
unauthorized modifications or changes to NTVs. Examples
include, but are not limited to, installation of auxiliary
lights, mobile radios and antennas, trailer hitches, and snow
plows. Installation of auxiliary lights, mobile radios and
antennas or other electrical equipment will be performed by the
MCIEAST-MCB CAMLEJ AC/S, G-6 Department.

b. Units authorized to modify NTVs must fund the
modification, incur any maintenance expenses caused by the
modification, and restore the NTV to its original configuration
upon turn-in.

c. Permanent markings will not be placed on any NTV asset.
Temporary marking of NTVs assigned to the Camp Lejeune/New River
Complex will be in accordance with reference (b) and only
completed with authorization from the Fleet Manager.

5. Inspections

a. NTVs are subject to annual safety and emission
inspections, and may be inspected more frequently as required by
law or the manufacturer. The Fleet Manager will ensure units
are aware of the inspection requirements as part of their
monthly PM notification.

b. Annual load testing and Annual Condition Inspections
(ACIs) will also be arranged by the MTD Production Control
Section. NTVs that fail either test or are allowed to lapse
beyond the required inspection date (usually 12 months), will
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not be operated until the equipment is repaired and/or passes
re—-inspection/re-load test.

c. Annual inspections will be conducted on all GSA NTVs in
compliance with the GSA Vehicle Lease Program. Early
identification of problem areas and readiness concerns will lend
to implementation of corrective actions and cost avoidances.

6. Maintenance Records. The MTD Maintenance Section will
maintain vehicle record jackets, PM and repair records, and
other forms in accordance with reference (b).

7. Privately Owned Vehicle (POV). POVs, parts, or accessories
will not be parked, stored, serviced, repaired, or manufactured
in any MTD facility. Government owned tools, equipment, parts,
or supplies will not be used to service or repair POVs and
privately owned property.

8. Accidents/Incidents

a. Evidence of a NTV accident or incident which is not the
result of normal wear and tear or defective workmanship, will be
investigated by the using unit and a written report forwarded to
the Fleet Manager. Upon validation of the report, the NTV may
be reclaimed and not returned to the using unit, and the
operator may be subject to unit disciplinary actions. Per
reference (h), the using unit will be charged for all repair
costs resulting from accident or incident damages.

b. The most common causes of accidents/incidents are:

(1) Excessive speed.
(2) Use in unauthorized areas.

(3) Improper use of controls.

(4) Racing or overloading engine prior to the engine
reaching the normal operating temperature.

(5) Load exceeding rated capacity, improperly placed, or
not properly secured.

(6) Lack of lubrication or use of improper lubricants.

(7) Failure to perform scheduled PM inspections.
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(8) Deferring maintenance and inspections.
(9) Inadequate driver training.

(10) Continued operation of a malfunctioning NTV, which
may result in serious damage.

(11) Pushing or pulling by another vehicle.

(12) Exchange of unauthorized components (i.e.,
batteries, battery brackets, etc.).
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Chapter 6

Material Handling Equipment (MHE)

1. General. The Fleet Manager is responsible for the
administration, operation, and maintenance of all NTV material
handling equipment (MHE) assigned to organizations in the Camp
Lejeune/New River Complex. This is accomplished in concert with
the units entrusted with the daily use, storage, and upkeep of
MHE. Similar to efficient use and safe operating, diligent
inspections and PM can extend MHE life and ensure adequate
assets are available.

2. Requests, Pooling, and Control

a. Request for assignment of MHE may be submitted to the
Fleet Manager with a complete justification (i.e., type
equipment required, job to be assigned, estimated hours per
month). At a minimum, annual reviews will be conducted to
ensure MHE is being used efficiently.

b. When a unit possesses MHE, the equipment will be pooled
in order to ensure efficient, economical, and safe usage.

c. All MHE assigned to the Camp Lejeune/New River Complex
will be made available upon request to the Fleet Manager when

required to accomplish a higher priority mission.

3. Operations

a. Dispatching. Dispatching of MHE is not required. MHE
is not considered over the road equipment.

b. Licensing/Operation. Per reference (g), all MHE
operators (military and civilian) must be examined, trained and
licensed (OF-346). All operators (military and civilian) must
have a valid MHE license (OF-346) in their possession while
operating the MHE, and a valid medical certificate. The license
must delineate the specific type and safe working load of the
MHE the operator is qualified to operate. Per reference (b),
contractors with authority written in their respective contracts
to operate MHE must have applicable commercial certification and
a valid medical certificate.

(1) Operators must thoroughly familiarize themselves
with the designated MHE owner’s manual. Upon demonstrating a
clear understanding of the MHE’s operational capabilities, the
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MTD Licensing Examiner will administer training and, upon
successful completion, provide the applicable documentation
(i.e., OF-346 issuance/endorsement or Certificate of Completion)
necessary to operate the MHE.

(2) All MHE operators will wear appropriate personal
protection equipment whenever operating or within close
proximity of working MHE. Appropriate MHE personal protective
equipment is defined as hard hat, steel toe shoes, and gloves.
Eye protection and ear protection may be required depending on
working conditions.

c. Speed Limit. Operators will comply with all traffic
regulations set forth in current regulations and/or as posted.
The maximum speed limit for MHE under-load is seven miles per
hour. Additionally, forklifts and warehouse-tractors will slow
down at all cross aisles and other passageways. When entering
or leaving buildings/facilities, the operator will come to a
complete stop, sound the horn, and proceed only when safe.

d. Direction of Travel. Operators will always face in the
direction of travel. All loads will be carried in such a manner
that the operater's vision is unobstructed.

e. Cargo and Passengers. The operator is responsible for
all cargo being moved, inspecting and securing all gquestionable
loads, and right of refusal to transport unsafe or unlawful
loads. Forklifts transporting cargo up ramps will be operated
with the load upgrade; carrying cargo downgrade will be done by
backing downgrade with the load upgrade. All forklift loads
being transported will be carried with the channel tipped back.
MHE will never be used for personal transportation. No
personnel other than the operator will ride on any load-lifting
MHE.

f. MHE Not in Use. Whenever forklifts are not in
operation, the forks will be lowered and rested flat on the
deck. Operators will never leave MHE unattended while the motor
is running.

g. Safety. Forklifts will not be used for pushing,
pulling, or towing other vehicles; nor be pulled by another
vehicle. When equipment has an overhead safety quard, it will
be free of any material that may obstruct vision. Specific
exceptions in the interest of safety may be made in writing to
the Fleet Manager. Warehouse tractors will not be used for
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pushing, pulling, or towing other vehicles/equipment not
designed for; nor be pulled by another vehicle.

h. Fueling MHE

(1) MHE will be turned off while taking on fuel; indoor
fueling is prohibited.

(2) Smoking and/or the use of lighters/matches is
prohibited within 50 feet of the fueling point.

(3) Use of electronic devices while fueling is
prohibited.

(4) For fuel replenishment, contact the Base Fuel Farm
at Camp Lejeune or New River.

4. Maintenance

a. Operator Maintenance. Operator maintenance is performed
to detect existing or potential malfunctions, and to ensure
continued serviceability of the equipment. Operator maintenance
generally consists of cleaning, fluid replenishment, and basic
function checks as listed in the owner/operator manual. Failure
to perform routine operator maintenance may result in
reclamation of the MHE allowance. Defects must be reported
immediately to the unit supervisor/RO. Forklift operators will
conduct, complete, report, and retain daily inspections as
required per reference (f); the Forklift Operator’s Daily
Checklist (Figure 6-1) will be used. Personnel will not attempt
to repair MHE.

b. Corrective Maintenance. All MHE requiring repairs will
be reported or delivered to the MTD Maintenance Section, either
at Building 1502 or Building AS118 during operating hours. 1In
the event repairs are of a minor nature, as determined by the
MTD Maintenance Section, roadside assistance may be performed.
Prior to any MHE being delivered to the MTD maintenance
facilities as a result of breakdown, the roadside mechanic may
be dispatched to determine if repairs can be performed on-site.
Dependent upon the location, the size, and the mobility of the
MHE, the MHE may require vehicle escorts to/from the maintenance
facility. Personnel will not attempt to repair MHE. Units that
have electric forklifts with standalone battery chargers,
contact MTD Quality Assurance personnel for assistance.
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c. Preventive Maintenance (PM) and Annual Condition
Inspection (ACI). PM includes mechanical inspections, cleaning,
servicing, and lubrication based on either time or odometer/hour
meter readings. PM identifies defects early, curtailing costly
repairs. The MTD Production Control Section will schedule and
notify the ROs, via a monthly PM list, of the forklifts which
are due for an ACI. Compliance with the monthly PM schedule
must be adhered to by all units in order to minimize potentially
unsafe operations. MHE may be picked up/returned by the MTD
Maintenance Section, dependent upon the location, size, and
mobility of the MHE. In addition, the MHE may require vehicle
escorts to and/or from the maintenance facility.

d. Load Test. Load tests will be performed annually on all
forklifts that are used to lift ammunition. Date tested/date
due will be affixed on the equipment.

e. Modifications and Markings. Marking and painting of MHE
will be in accordance with reference (b). MHE will have the
load capacity and the gross weight of the vehicle stenciled or
labeled at a place on the vehicle that is visible. These
capacities will not be exceeded at any time. No other symbols,
markings, accessories, or modifications are authorized unless
approved by the Fleet Manager.
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FORKLIFT OPERATOR'S DAILY CHECKLIST

Check each item before the shift starts. Put a check in the box if item is OK.
Explain and unchecked items at  at bottom and report them to your supervisor.
Depending upon type forklift used, some |tems_ﬁyE-N/A

_ DO NOT USE AN UNSAFE FORKLIFT!

Section: - _ e

Forklift serial number:

Hour meter reading:

Date: Time:

Operator name (print):

CHECKS MARK
TIRES are inflated, free of excessive wear or damage. Lug nuts are tight.

FORKS AND MAST are not bent, worn or cracked.

LOAD BACK REST EXTENSION is in place and not bent, cracked or loose.
ATTACHMENTS(if equipped) operate okay and are not damaged.
FORKLIFT BODY is free of excessive lint, grease or oil.

ENGINE OIL is full and free of leaks.

HYDRAULIC OlL is full and free of leaks.

RADIATOR is full and free of leaks.

FUEL LEVEL is okay and free of leaks.

BATTERY CONNECTIONS are tight.

BATTERY ELECTROLYTE is full.

BATTERY CHARGE level is okay while holding full forward tilt.
COVERS over battery and other hazardous parts are in place and secure.
LOAD RATING PLATE is present and readable.

WARNING DECALS and operators' manual are present and readable,
SEAT BELT or restraint is accessible and not damaged, olly or dirty.
ENGINE runs smooth and quiet without leaks or sparks from the exhaust.
MOTOR runs smooth without sudden acceleration
HORN is working.

TURN SIGNAL (if equipped) operates smoothly.

LIGHTS (head, tail and warning) work and are aimed correctly.

GAUGES and instruments are working.

LIFT AND LOWER operates smoothly without excess drift.

TILT functions smoothly forward and back.

CONTROL LEVERS are labelled, not loose or binding, and freely return to neutral.

STEERING is smooth and responsive, free of excessive play.

BRAKES work and function smoothly without grabbing; no fluid leaks.

PARKING BRAKE will hold the forklift on an inclinde.

BACKUP ALARM (if equipped) is working.

LPG COMPLIANCE PLATE is present and readable.

Figure 6-1.—--FORKLIFT OPERATOR’S DAILY CHECKLIST
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Chapter 7

Engineer Equipment

1. General. The Fleet Manager is responsible for the
administration of all engineer equipment assigned to
organizations in the Camp Lejeune/New River Complex. This is
accomplished in concert with the units who are entrusted with
the daily use, storage, and upkeep of engineer equipment.
Similar to efficient use and safe operating, diligent
inspections and PM can extend engineer equipment life and ensure
adequate assets are available.

2. Requests and Pooling

a. Request for assignment of engineer equipment may be
submitted to the Fleet Manager with a complete justification

(i.e., type equipment required, job to be assigned, estimated
hours per month).

b. When a unit possesses over the road engineer equipment,
the equipment will be pooled and dispatched in order to ensure

efficient, economical, and safe usage.

3. Operations

a. Dispatching. Automated or manual systems may be used.
If a manual system, a Vehicle and Equipment Operational Record
(Figure 2-6) and a Daily Dispatching Record of Vehicles (Figure
2-7) log will be completed and retained in accordance with
reference (b) for over the road engineer equipment (e.g., truck
tank, o0il distributor; truck cleaner, catch basin).

b. Licensing. Supervisors of military, civilian, and
contractor personnel operating engineer equipment must validate,
via letter to the Fleet Manager, that the operator has the
requisite skills to safely and effectively operate the engineer
equipment. Contractors (with authority written in their
respective contracts to operate engineer equipment) must have
applicable commercial certification and a valid medical
certificate.

c. Safety. Engineer equipment will not be used for
pushing, pulling, or towing other equipment/vehicles; nor be
pulled by another engineer equipment/vehicle (unless authorized

excavating techniques allow a road scraper to be pushed by a
bulldozer).
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d. Fueling Engineer Equipment

(1) Equipment will be turned off while taking on fuel;
indoor fueling is prohibited.

(2) Smoking and/or the use of lighters/matches is
prohibited within 50 feet of the fueling point.

(3) Use of electronic devices while fueling is
prohibited.

(4) For fuel replenishment, contact the Base Fuel Farm
at Camp Lejeune or New River Complex.

4. Utilization. NTV usage data is required to be reported to
the Heavy Equipment supervisor by the 25th of each month. A
mileage/hour template format will be provided to each RO.

5. Maintenance

a. Operator Maintenance. Operator maintenance is performed
to detect existing or potential malfunctions, and to ensure
continued serviceability of the vehicle. Operator maintenance
generally consists of cleaning, fluid replenishment, and basic
function checks as listed in the owners/operators manual.
Failure to perform routine operator maintenance may result in
reclamation of the engineer equipment allowance. Defects must
be reported immediately to the unit supervisor/RO. Personnel
will not attempt to repair engineer equipment. Operators of
cranes will complete and retain a daily crane operator’s daily
checklist inspection prior to operating in accordance with
reference (f).

b. Corrective Maintenance. All engineer equipment
requiring repairs will be reported or delivered to the Heavy
Equipment Section, at Building 902, during operating hours. In
the event repairs are of a minor nature, as determined by the
Heavy Equipment Section, roadside assistance may be performed.
Prior to any engineer equipment being delivered to the
maintenance facilities as a result of breakdown, the roadside
mechanic may be dispatched to determine if repairs can be
performed on-site. Dependent upon the location, the size, and
the mobility of the engineer equipment, the equipment may
require vehicle escorts to/from the maintenance facility.
Personnel will not attempt to repair engineer equipment.
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c. Preventive Maintenance (PM). PM includes mechanical
inspections, cleaning, servicing, and lubrication based on
either time or odometer/hour meter readings. PM identifies
defects early, curtailing costly repairs. The Heavy Equipment
Section will schedule and notify the ROs via a monthly PM list.
Compliance with the monthly PM schedule must be adhered to by
all units in order to minimize potentially unsafe operations.
Engineer equipment may be picked up/returned by the Heavy
Equipment Section, dependent upon the location, size, and
mobility of the equipment. 1In addition, the engineer equipment
may require vehicle escorts to and/or from the maintenance
facility.

d. Modifications and Markings. Marking and painting of
engineer equipment will be in accordance with reference (b).
Cranes will have the load capacity and the gross weight of the
vehicle stenciled or labeled at a place on the vehicle that is
visible. These capacities will not be exceeded at any time. No
other symbols, markings, accessories, or modifications are
authorized unless approved by the Fleet Manager.

e. Inspection, Testing, and Certification. Cranes and
winches will be conducted in accordance with reference (f).

f. Accidents/Incidents. This is discussed in chapter 5,
paragraph 8 of this Order.

6. Maintenance Records. The Heavy Equipment Section will
maintain vehicle record jackets, PM and repair records, and
other forms in accordance with reference (b).

7. Disabled Engineer Equipment. Contact the Heavy Equipment
Section, Public Works Division, for support. This includes over
the road type engineer equipment.
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